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A PERIMTER OF ROOM. ANCHOR TO FLOOR. SUPPORTS SHALL
BE NAILED TOGETHER AND JOIST SHALL BE NAILED TO SUPPORTS
AND BAND.
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GUNTERSVILLE MUNICIPAL BUILDING

FOR
THE CITY OF GUNTERSVILLE, ALABAMA

— P.0. Box 171 Guntersville, Ala. 35976 — Phone (205) 531-3749

Emmett D. Smith and Associates, Architect, P.C.
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SECTION AT COUNTER ON EITHER SIDE OF PASS OPENING (D-D)

TYPICAL DETAILS AT RAISED FLOOR AND PASS WINDOW AT RECORDS ROOM (R102)

SCALE 1" =

\_ulouu

N~
_
N
%@ S/ 28/17/
DESIGNED
THIS DOCUMENT IS AN "INSTRUMENT OF SERVICE”, AND BY mU w7\__|_|_l_
LAW IS THE PROPERTY OF EMMETT D. SMITH & ASSOCIATES,
ARCHITECT, P.C. THEREFORE THE INFORMATION CONTAINED DRAWN CHECKED
THEREIN IS PROPRIETARY. THIS DOCUMENT CANNOT BE USED
OR REPRODUCED WITHOUT THE WRITTEN PERMISSION OF:
EMMETT D. SMITH, ARCHITECT. @
SHEET NO.
1/4"=1"-0" U.N
- A—GM—06




