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ARCHITECTURAL DRAWINGS:

A-GM-01 COVER SHEET

A-GM-02 EXISTING WALLS AFTER DEMOLITION BY OWNER

A-GM-03 ENLARGED NEW FLOOR PLAN IN WORK AREA- LOWER FLOOR

A-GM-04 DIMENSIONED FLOOR PLAN OF WORK AREA

A-GM-05 FIRE WALL DELINEATION

A-GM—-06 TYPICAL DETAILS AT RAISED FLOOR AND PASS WINDOW AT RECORDS ROOM (RO12)
A-GM-07 DETAILS AT BREAK ROOM, LOCKER ROOM AND BATHROOMS

A-GM-08 DOOR SCHEDULE

A-GM-09 FINISH SCHEDULE

A-GM-10 TYPICAL WALL SECTIONS & TYPICAL HANDICAPPED BATHROOM DETAILS

A-GM-11 GENERAL SPECIFICATIONS & NOTES

LIFE SAFETY DRAWINGS:
L-GM—-01  LIFE SAFETY — FIRE ALARM SYSTEM

PLUMBING DRAWINGS:
P-GM-01  PLUMBING PLAN

ELECTRICAL DRAWINGS:

E-GM-01 ELECTRICAL — POWER PLAN

E-GM-02 ELECTRICAL - LIGHTING PLAN
E-GM-03 ELECTRICAL — SPECIFICATIONS
E-GM-04 ELECTRICAL - SPECIFICATIONS

NOTES:

1. ALL HVAC WORK: EQUIPMENT, DUCTS, DIFFUSERS, RETURNS, ETC. SHALL BE FURNISHED AND INSTALLED BY OWNER.
. ALL EXTERIOR WINDOW AND DOOR REPLACEMENT ON EXTERIOR WALLS SHALL BE FURNISHED AND INSTALLED BY OWNER.

. THE EXTERIOR DOOR TO THE WAITING ROOM, ROOM R111, SHALL BE FURNISHED AND INSTALLED BY OWNER.
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3

4. CONTRACTOR SHALL VERIFY ALL DIMENSIONS & ELEVATIONS IN FIELD BEFORE ORDERING MATERIALS AND EQUIPMENT.

5. CONTRACTOR SHALL REPAIR OR REPLACE ALL DAMAGED SUBSTRATES AS REQUIRED: WALLS, FLOORS, ETC., PRIOR TO APPLICATION OF FINISHES.
@

. CONTRACTOR SHALL PROPERLY PREPARE, REPAIR OR LEVEL ALL SUBSTRATES: WALLS, FLOORS, ETC., PRIOR TO APPLICATION OF FINISHES.

/. SEE DRAWING A-GM-08 FOR DOOR NUMBERS AND A-GM—-09 FOR ROOM NUMBERS.

3. LEVEL ALL FLOORS PRIOR TO INSTALLING FLOORING.

9. BLINDS FOR EXTERIOR WINDOWS WILL BE FURNISHED & INSTALLED BY OWNER.

10. SEE DRAWING E—GM—(?) FOR CEILING GRID LAYOUT.

11. CONTRACTOR SHALL VERIFY OPENING SIZES AND LOCATIONS PRIOR TO ORDERING NEW INTERIOR DOORS
OR INTERIOR WINDOWS.

12. CONTRACTORS SHALL VERIFY EXISTING JOB CONDITIONS BEFORE BIDDING WORK AND SHALL NOTIFY
ARCHITECT OF ANY CONFLICTS OR PROBLEMS WITH DOING WORK REQUIRED BY PLANS & SPECIFICATIONS.

13. CONTRACTOR SHALL PROVIDE TEMPORARY PARTITION(S) OR BARRIERS WHERE REQUIRED TO PREVENT THE SPREAD OF DUST. PATHS OF EGRESS SHALL NOT BE BLOCKED.

135. CONTRACTOR SHALL PROVIDE SIGNAGE AT ALL DOORS IDENTIFYING ROOMS. SIGNAGE SHALL MATCH SIGNAGE ON UPPER LEVEL OF BUILDING,

UNLESS NOTED DIFFERENTLY.

APPLICABLE CODES AND STANDARDS:

N.I.C.
GYP.

BD.

NOTE: WHERE CONFLICTS EXIST BETWEEN CODES AND STANDARDS | BLK

LISTED BELOW, THE MORE STRINGENT SHALL GOVERN.
2006 IBC MECHANICAL CODE
2006 IBC PLUMBING CODE
2006 INTERNATIONAL BUILDING CODE (IBC)
2005 NATIONAL ELECTRICAL CODE.

2010 AMERICANS WITH DISABILITIES ACT (ADA)
2007 ASHRAE HANDBOOK OF FUNDAMENTALS.
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