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.. | OPG. NOM. SIZE ,, | DOOR & | HARDWARE REMARKS
TYPE A TYPE B vk, |TYPE [ MAT'LE Somq= s e | HAND | TYPE. IMAT'L | FRAME | sepepuL | HEAD | JAMB | SILL
FURNISHED & INSTALLED BY OWNER
DOOR HARDWARE SCHEDULE
GROUP A PANIC BAR ON INSIDE, PULL OUTSIDE AND LOCKSET BY KEY OUTSIDE (LOCK CAN BE |GROUP G 1 ADA COMPLAINT LEVER HANDLE OFFICE LOCKSET (CAN BE SET BY KEY) FURNISHED & INSTALLED BY OWNER
SET BY KEY) LOCK SHALL ALWAYS BE OPERATED BY INSIDE PANIC BAR. 1 1/2 PR. BUTTS FURNISHED & INSTALLED 5 ONNER
\_ \_\M _Um ww wcl_|_|mu Zm_U u m__lmZOm_Nm FURNISHED & INSTALLED BY OWNER
1 CLOSER WITH HOLD OPEN DEVICE 1 WALL STOP e % NeTiEn B o
3 SILENCERS
K,\m»mummmﬁﬁm_um&m% AND JAMES GROUP H 1 ADA COMPLAINT LEVER HANDLE EXTERIOR LOCKSET (INSIDE LEVER CAN
. ALWAYS OPERATE LOCK, AUTO LOCK ON CLOSING).
GROUP B 1 ADA COMPLIANT LEVER HANDLE LATCHSET “ mmmmmm. BUTTS
1 1/2 PAIR BB BUTTS
1 CLOSER S SILENCERS
3 SILENCERS T WALL STOP
1 FLOOR STOP
2 KICKPLATES GROUP J 1 ADA COMPLAINT LEVER HANDLE OFFICE LOCKSET (CAN BE SET BY KEY)
1 1/2 PR. BUTTS
GROUP C 1 ADA COMPLIANT LEVER HANDLE BATHROOM LOCKSET WITH EMERGENCY KEY 2 mﬂmzomxm
1 1/2 PAIR BB BUTTS 1 WALL STOP
1 CLOSER
3 ST ENGERS 1 WALL CLOSER
\_ <<>_l_l m|_|O_U PROVIDE HOLD OPEN ON CLOSER
1 ALUM. KICKPLATE 8” HIGH X 2” LESS THAN DOOR WIDTH GROUP K 1 ADA COMPLAINT LEVER HANDLE LATCHSET, LEVERS RIGID BOTH SIDES.
1 1/2 PR. BUTTS
GROUP D 1 ADA COMPLIANT PUSH/PULL SET w w__»rmm_omwwmn
1 1/2 PAIR BB BUTTS  WALL CLOSER
3 SILENCERS
1 WALL STOP DOORS DR123 AND DR124 SHALL BE ELECTRICALLY INTERCONNECTED SO
1 CLOSER BOTH DOORS ARE EITHER LOCKED, OR UNLOCKED, SIMULTANEOUSLY FROM EXISTING DOOR TO REMAIN (PAINT)
INTERIOR OF ROOM 108. SYSTEM SHALL HAVE LIGHTS THAT INDICATE EXISTING DOOR 10 REMAIN (PAINT
LOCKED OR UNLOCKED STATUS ON BOTH SIDES OF BOTH DOORS.
GROUP E 1 ADA COMPLIANT LEVER HANDLE STOREROOM LOCKSET BOTH DOORS SHALL HAVE INTERCONNECTED ELECTRIC STRIKES THAT ARE
1 1/2 PAIR BB BUTTS ACTIVATED BY A "LOCK” BUTTON AND AND RETRACTED BY AN
3 SILENCERS "UNLOCK” BUTTON INSIDE ROOM RM108. LATCHBOLTS CAN BE OPERATED
T WALL STOP OUTSIDE ROOM RM108 WITH EMERGENCY KEY AT BOTH DOORS. ELECTRIC NOTES
1 CLOSER STRIKES SHALL FAIL OPEN AT LOSS OF POWER OR FIRE ALARM.
1. ALL HOLLOW METAL DOORS SHALL BE FACTORY DRILLED, 6. VERIFY ALL WALL DIMENSIONS, OPENING SIZES, ETC. IN FIELD.
GROUP F 1 SET, ADA COMPLIANT LEVER HANDLE LATCHSET, OUTSIDE LEVER RIGID, TAPPED AND REINFORCED FOR TEMPLATED HARDWARE. 2 PROVIDE SAFETY GLASS AT OPENINGS PER BUILDING CODE.
INSIDE LEVER HANDLE ALWAYS FREE. ELECTRIC STRIKE SYSTEM BY , 2. ALL DOOR AND HARDWARE SELECTIONS WILL BE BY OWNER. & OWNER SHALL SELECT FINISH FOR ALL HARDWARE FROM FUL
KEY PAD AND CARD READER OUTSIDE. STRIKE FAILS OPEN WITH FIRE 3 ALL DOORS AND DOOR HARDWARE SHALL MEET ALL ADA AND :
SMOKE ALARM OR LOSS OF POWER. ELECTRIC STRIKE SYSTEM SHALL MATCH NFPA 80 REQUIREMENTS RANGE OF HARDWARE FINISHES AVAILABLE.
A Amvwﬁmk_m P N URPER FLOOR. 4. 20 MIN. FIRE & SMOKE DOORS SHALL COMPLY WITH NFPA 101,| 9. DOORS WITH ELECTRIC STRIKES SHALL BE CONNECTED TO FIRE
ol osER CHAPTER 32, SECTION 8.3. ALARM SYSTEM AND SHALL FAIL OPEN IN EVENT OF FIRE
2 SILENCERS 5. FIRE RATED DOORS SHALL MEET NFPA 252 OR BE UL 10C. ALARM. ELECTRIC STRIKE SYSTEM FOR DOORS SHALL MATCH
Y WAL STop APPROVED. ALL HARDWARE USED ON FIRE RATED DOORS SHALL ELECTRIC STRIKE SYSTEM ON UPPER FLOOR.
5 KICKPLATES BE UL APPROVED FOR FIRE DOOR APPLICATION. ALL REQUIRED

CONTRACTOR TO VERIFY SUITABILITY OF HARDWARE WITH HARDWARE SUPPLIER AND OWNER.

SUPPLIER SHALL PROVIDE ALL REQUIRED HARDWARE, EVEN IF HARDWARE IS NOT LISTED
SCHEDULE. ALL HARDWARE SHALL MEET ADA REQUIREMENTS. HARDWARE TO BE
DOORS SHALL BE UL APPROVED FOR FIRE RATING INDICATED.
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HARDWARE FOR FIRE DOORS SHALL BE FURNISHED FOR DOORS

BY HARDWARE SUPPLIER, EVEN
ON SCHEDULE.
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ARCHITECT, P.C. THEREFORE THE INFORMATION CONTAINED

OR REPRODUCED WITHOUT THE WRITTEN PERMISSION OF:
EMMETT D. SMITH, ARCHITECT.
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