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1. CONTRACTOR TO PROVIDE ADA COMPLIANT STAINLESS STEEL BATHROOM GRAB BARS,

SS WALL MOUNTED SOAP DISH

MIRRORS OVER SINKS, ETC., IN ALL BATHROOMS.

18" X 30" SS FRAMED MIRROR AT ROOM R118 AND UNFRAMED MIRRORS
OF SIZE NOTED ON DRAWINGS FOR ROOMS R108, R122 & R123, SURFACE
MOUNTED. SEE PLUMBING DRAWINGS AND A-GM-07.

SS WALL MOUNTED GRAB BARS
SS WALL MOUNTED PAPER TOWEL HOLDER & DISPENSER WITH LOCK

SINGLE JUMBO ROLL SS WALL MOUNTED TOILET PAPER HOLDER
SS WALL MOUNTED LIQUID SOAP DISPENSER

ADA SIGNS INDICATING TYPE BATHROOMS AS INDICATED ON PLANS
WITH HANDICAPPED SYMBOL, LETTERS AND BRAILLE.

SS WALL MOUNTED TOWEL HOOKS

LTYPICAL

2. ALL HANDICAPPED FEATURES AND FACILITIES SHALL COMPLY WITH ANSI

TOILET PAPER HOLDERS, PAPER TOWEL DISPENSERS, SOAP DISPENSERS,

117.1 AND 2010 ADA

HANDICAP.

\\>ZOIO_”N CONTINUOUS STUD TRACKS TO BOTT. OF FLOOR

EXTEND STUDS EVERY 5 —4" TO
-— BOTTOM OF ROOF DECK ABOVE
UNLESS NOTED DIFFERENTLY ON PLANS.

4" MIN.
4" MIN.

-

Two.ﬂoz_ OF CONCRETE ROOF DECK

| —EXTEND STUDS EVERY 5'—-4" TO
BOTTOM OF ROOF DECK ABOVE
UNLESS NOTED DIFFERENTLY ON PLANS.

/

ONE HOUR RATED SUSPENDED
CEILING SYSTEM

3/4" PLASTER (REPAIR/REPLACE AS REQUIRED TO ACHIEVE
_— SMOOTH PAINTED FINISH.

s\mm_u>_m OPENINGS IN EXISTING WALLS THAT ARE INDICATED

TO BE CLOSED WITH MASONRY. MASONRY SHALL BE SAME THICKNESS
AS THE EXISTING WALL. INSTALL PLASTER ON BOTH FACES OF

WALL TO MATCH EXISTING WALLS.

\mx_m.:zc MASONRY OR CLAY TILE WALLS

\mx_mjzo FLOOR

ONE HOUR RATED SUSPENDED
CEILING SYSTEM

Vm\m: TYPE X GYP. BOARD
METAL WALL STUDS 16”

\OZ CENTER’

oocwfmmécmﬁiz_mm%m_Pmoﬂ
| AL OPENINGS

INSTALL FIRE TREATED WOOD BLOCKING
\_uOm HANGING OF FIXTURES ON WALLS
WHERE REQUIRED.

. ANCHOR CONTINUOUS STUD TRACKS TO

\mx_mjzo FLOOR

T'YPICAL WALL SECTION @
EXISTING INTERIOR MASONRY

FIRE BARRIER PARTITION PARTITION

NOTE:

1. WHEN 4 INCH THICK EXISTING MASONRY WALLS ARE INDICATED AS FIRE BARRIER WALLS, THE
CONTRACTOR IS RESPONSIBLE FOR REPAIRING/REPLACING THE 3/4” THICK PLASTER ON BOTH SIDES
OF THE WALL AS REQUIRED TO ACHIEVE A ONE HOUR RATING. THE PLASTER SHALL ALSO BE FINISHED
AS REQUIRED TO RECEIVE A SMOOTH PAINTED FINISH.

T'YPICAL WALL SECTION @
INTERIOR STUD FIRE BARRIER

FIRE PENETRATION SEALS:

ADA COMPLIANT
STAINLESS STEEL
GRAB BARS FOR
HANDICAPPED

4

27_937 \

HC HEIGHT \\

WATER CLOSET

S. REPLACE ALL EXISTING PLUMBING FIXTURES & ACCESSORIES WITH NEW FIXTURES & ACCESSORIES, UNLESS NOTED OTHERWISE..

4" MIN.

”

PD FIXTURE BLEVATIONS

‘_uM:

U MEX.

URINAL

?wo._l_.oz_ OF CONCRETE ROOF DECK

| —EXTEND STUDS EVERY 5—-4" T0

BOTTOM OF ROOF DECK ABOVE
UNLESS NOTED DIFFERENTLY ON PLANS.

FLOORS

VAN~

ONE HOUR RATED SUSPENDED
ACOUSTICAL CEILING SYSTEM

#4 BARS (VERTICAL) EVERY 48 INCHES.
FILL CELLS WITH CONCRETE AT BARS.

4” THICK MASONRY PARTITION WITH JOINT
REINFORCING EACH SECOND BLOCK COURSE.

INSTALL PLASTER WHERE INDICATED ON PLANS

DRILL AND GROUT RE—BAR DOWELS IN SLAB.
BARS SHALL BE #4 BARS EVERY 48 INCHES.

RE—BARS SHALL PROJECT 12" ABOVE SLAB MIN. FILL

CELLS WITH CONCRETE OR GROUT AT BARS (TYP)

\mx_mjzm FLOOR

\

SUSPENDED ONE HOUR
SUSPENDED ACOUSTICAL CEILING

ACOUSTICAL INSULATION, IF NOTED
— ON PLANS

Vm\m: GYP. BOARD

METAL WALL STUDS 16~

| ON CENTER

oocwrmméomZ%z_wm%m_Pmoﬂ
| ALL OPENINGS

INSTALL FIRE TREATED WOOD BLOCKING
\_uom HANGING OF FIXTURES ON WALLS
WHERE REQUIRED.

——ANCHOR CONTINUOUS STUD TRACKS
TO FLOORS

T'YPICAL WALL SECTION @

UL ONE HOUR WALL PENETRATION SEAL: W—L-1085 OR W-L—-1084.
UL ONE HOUR DUCT PENETRATION SEAL: W-L-7003 OR W-L-7006.

TYPICAL

WALL

NEW INTERIOR MASONRY
PARTITION

SECTIONS & TYPICAL HANDICAPPED BATHROOM FIXTURE

T'YPICAL WALL SECTION
@ NEW INTERIOR STUD
PARTITION

ENGINEERING SEAL
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THE CITY OF GUNTERSVILLE, ALABAMA
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PARTIAL RENOVATION OF LOWER FLOOR

Emmett D. Smith and Associates, Architect, P.C.

@%@OQMWWW
REVISIONS _

A |FOR BIDS

ARCHITECT, P.C. THEREFORE THE INFORMATION CONTAINED

OR REPRODUCED WITHOUT THE WRITTEN PERMISSION OF:
EMMETT D. SMITH, ARCHITECT.

THIS DOCUMENT IS AN "INSTRUMENT OF SERVICE”, AND BY
LAV IS THE PROPERTY OF EMMETT D. SMITH & ASSOCIATES,

THEREIN IS PROPRIETARY. THIS DOCUMENT CANNOT BE USED

©

NONE

DETAILS

"08/28/17

DESIGNED
E.D. SMITH

DRAWN
MSS
SHEET NO.

A-GM-10

CHECKED
EDS



