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LEGEND
FLOURESCENT- LAY N
S SWITCH 3W 110V 20A
$ SWITCH SP 110V 20A 3
J DISCONNECT
EXIT EXIT SIGN (SEE PLAN FOR MOUNTING) SEE PLAN FOR RATING
— S EXHAUST FAN (SEE MECHANICAL)
EM EMERGENCY LIGHT O RECESSED INCANDESCENT
v & DUPLEX OUTLET 110V 20 A (GF DENOTES GROUND FAULT TYPE)
GF
> COMPUTER/TELEPHONE OUTLET (SEE

NOTE 23)

NOTES:

1. ALL WIRING, INSTALLATION AND MATERIALS TO BE INSTALLED PER NEC,
LATEST EDITION, AND SUBJECT TO THE REQUIREMENTS OF THE LOCAL
CODES.

2. EXISTING WIRING SHALL BE REMOVED TO HOME RUN JUNCTION BOXES AS IDENTIFIED

BY CONTRACTOR, THE CONTRACTOR SHALL INSTALL NO MORE THAN 1800 AMPS ON A
120V 20A AMP CIRCUIT. THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE
INTEGRITY OF ALL BRANCH CIRCUITS WHICH INCLUDES PROPER WIRE SIZE. ALL
EMERGENCY LIGHTING SHALL BE INSTALLED ON AN UNSWITCHED DEDICATED CIRCUIT.ALL
WIRING Between PANEL BOARDS AND METERS SHALL BE TYPE THWN  IN RIGID CONDUIT OR
AS SHOWN ON RISER DIAGRAMS. MINIMUM WIRE SIZE IS NO. 12.

3. ALL EQUIPMENT LOADS SHALL BE VERIFIED BY CONTRACTOR.

4. EMBEDDED CONDUIT LOCATIONS SHALL BE DETERMINED BY THE
CONTRACTOR. LOCATION OF CIRCUITS ON PANELBOARD MAY VARY TO BALANCE LOADS.

5. PROVIDE GROUND CONDUCTORS IN ACCORDANCE WITH NEC ARTICLE 250.

6. ALL OUTDOOR ENCLOSURES INCLUDING DISCONNECTS AND PANELS
ARE TO BE NEMEA 3R PER NEC SECTION 370-15.

7. EXTERIOR GFI OUTLETS TO BE PROVIDED WITH WEATHERPROOF
COVERS PER NEC 410-57B.

8. ALL LIGHTING FIXTURES TO BE FURNISHED BY THE OWNER AND
INSTALLED BY THE CONTRACTOR.

9. COPPER CONDUCTORS SHALL BE USED ON ALL CIRCUITS UNLESS
NOTED.

10. ELECTRICAL CONTRACTOR SHALL COORDINATE WITH GENERAL
CONTRACTOR TO INSURE PROPER BREAKER AND WIRE SIZE IS
USED ON ALL EQUIPMENT CIRCUITS INCLUDING HVAC CIRCUITS.

11. ELECTRICAL CONTRACTOR SHALL IDENTIFY ALL CIRCUIT BREAKERS
ON EACH PANEL AND EACH MAIN BREAKER AT METER BY OCCUPANT.

12. THE GROUNDING ELECRODE FOR SYSTEM SHALL COMPLY WITH NEC
250-81.

13. THE BONDING OF METAL WATER PIPE SHALL COMPLY WITH NEC 250-81.

14. FEEDERS FROM MAIN PANEL TO SUB-PANEL WILL COMPLY WITH NEC
215.6.

15.ELECTRICAL CONTRACTOR SHALL PROVIDE NON-FUSED DISCONNECT AT
ALL CONDENSING UNIT LOCATIONS. COORDINATE WITH GENERAL AND
HVAC CONTRACTOR.

16. RECESSED LIGHTING FIXTURES SHALL COMPLY WITH NEC 410-65.

17. ELECTRICAL CONTRACTOR IS RESPONSIBLE TO VERIFY EXACT
LOCATION OF APPLIANCES.

18. SWITCH FOR WATER HEATER WITH WHITE COVER PLATE ENGRAVED
"WATER HEATER" WITH BLACK LETTERS.

19. LIGHTING INSTALLED IN RATED CEILING AND WALLS MEET UL REQUIREMENTS .

20. OUTLETS INSTALL IN FIRE RATED COMMON WALLS SHALL BE A MINIMUM OF 2'
APART MEASURED HORIZONTALLY.

21. ALL BOXES USED SHALL BE METALLIC. PENETRATIONS MADE THRU RATED WALLS SHALL
BE FIRESTOPPED WITH A UL SYSTEM MFG BY 3M EQUAL TO THE WALL/CEILING RATING.

22. FOR SPECIFICATIONS SEE E-GM-03 AND E-GM-04

23. CONTRACTOR TO INSTALL OUTLET BOX &3"@ CONCUIT FROM BOS TO 6 " ABOVE WALL
CAP PLATE FOR COMPUTER/TELEPHONE WIIRING. WIRINGI WILL BE DONE BY OWNER.
CONTRACTOR TO VERIFY OUTLET LOCATIONS WITH OWNER.

24. ALL OTHER ANCILLARY SYSTEMS ARE DESCRIBED ON DRAWING L-GM-01.

25. DOOR@& TO BE OUTFITTED WITH ELECTRIC STRIKES AS CHOSEN BY DOOR
HARDWARE SUPPLIER AND APPROVED BY OWNER. EACH STRIKE IS TO BE CONTROLLED
BY PUSHBUTTONS AS DESCRIBED BELOW. DOOR@ & SHOULD BE NORMALLY
LOCKED WHEN DOORS ARE CLOSED. DRAWINGS TO BE SUB,ITTED FOR OWNERS APPROVAL.

DOOR@) ENTRY: PUSHBUTTON TO UNLOCK, DOORTO NONOPERABLE,
DOOR@TO BECOME NONOPERABLE FROM LOCKER SIDE
EXIT: PUSHBUTTON TO EXIT ON BATH SIDE, DOORTO BECOME
OPERABLE

DOOR ENTRY: PUSHBUTTON TO UNLOCK, DOOR@TO NONOPERABLE,
DOO TO BECOME NONOPERABLE FROM LOCKER SIDE
EXIT: PUSHBUTTON TO EXIT ON BATH SIDE, DOOR@O BECOME
OPERABLE
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